Recessed Fixtures

Electronic Ballast, THD Less than 20%,
Class P

Parabolic recessed fixture, steel housing finished
in baked white enamel, 3" deep semi-spectular
silver louvers, grid NEMA type "G". Lamps not

included.
VOITS NUgE ER | REFLECTOR | NATIONAL STOCK
LA CELLS NUMBER
Parabolic, Type 1X4FT, T8 Lamp
120 1 09 6210-01-353-9655
n
w
120 2 09 6210-01-353-9657 %
=
120 2 16 6210-01-354-3390 =
9 cell 16 cell L
277 1 09 6210-01-353-9656
277 2 09 6210-01-353-9658
277 2 16 6210-01-354-3391
Parabolic, Type 2X4FT, T8 Lamp
120 2 12 6210-01-353-9659
120 3 18 6210-01-353-9661
277 2 12 6210-01-353-9660
277 3 18 6210-01-353-9662
12 cell 18 cell
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SHANLXIA

Recessed Fixtures

Electronic Ballast, THD less than 20%,

Class P
Parabolic recessed fixture, steel housing finished in
baked white enamel, 3" deep semi specular louvers,

grid NEMA type "G". Lamps not included.

T NUMBER REFLECTOR NATIONAL STOCK
OF LAMPS CELLS NUMBER
Parabolic, Type 2X2FT, T8 Long Twin Tube Lamp
120 2 9 6210-01-355-0280
120 2 16 6210-01-355-3555
120 3 9 6210-01-355-0279
120 3 16 6210-01-355-3554
277 2 9 6210-01-354-7075
277 2 16 6210-01-354-7076
277 3 9 6210-01-354-7073
277 3 16 6210-01-354-7074
Parabolic, Type 2X2FT, T8 U-Tube Lamp

120 2 09 6210-01-354-1162
120 2 16 6210-01-355-0282
120 3 09 6210-01-354-1160
120 3 16 6210-01-355-0281
277 2 09 6210-01-354-1163
277 2 16 6210-01-354-7078
277 3 09 6210-01-354-1161
277 3 16 6210-01-354-7077
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Recessed Fixtures

Low Brightness Prismatic Lens,

F32T8 Lamp, Electronic Ballast, THD

less than 20%, Class P
Low brightness Prismatic Lens recessed Fixture, steel housing
in baked white enamel and hinged door, clear acrylic diffuser.

Lamp not included.

Prismatic Lens Fixture

VOLTS NU'gEER No.of Fixture Housing Input Spacing LLa;nnpSl NATIONAL STOCK
Ballast Efficiency Reflectance W atts R atio N NUMBER
LAMPS Spacing
Standard Prismatic Lens Recessed Fixture, Type 1X4FT
120 6210-01-394-4231
1 1 57.1 88.9 36 1.2:1.1 4.5 wn
277 6210-01-394-4224 L
o
120 6210-01-394-4230 E
2 1 57.1 88.9 67 1.2:1.1 4.5 PO
277 6210-01-394-4223 o
Standard Prismatic Lens Recessed Fixture, Type 2X4FT
120 2 1 6210-01-379-1143
84.2 91.7 62.4 1.3:1.0 3.94
277 2 1 6210-01-379-0612
120 2 1 6210-01-394-4222
72.7 86.3 67 1.2:1.4 2.67
277 2 1 6210-01-394-4221
120 3 1 6210-01-394-4220
69.4 86.3 67 1.2:1.4 2.63
277 3 1 6210-01-394-4226
120 4 1 6210-01-394-4225
86.3 114 1.2:1.3 2.63
277 4 1 6210-01-394-4219
65.8
120 4 2 6210-01-394-4217
86.3 134 1.2:1.3 2.63
277 4 2 6210-01-394-4216

Information provided by Hubbell Lighting Inc.
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